
OE Rear Valve Body
Cover Plate & Bolts

Sleeve

Aisin AW 55-50SN, 55-51SN

1. Disassembly
a. Remove OE rear valve body cover plate, gasket and bolts.  Save for reuse.

b. Remove and discard OE lockup relay control plunger valve and sleeve.

2. Installation & Assembly
a.   Install Sonnax valve and sleeve assembly into bore, open end of sleeve inboard. 

b.  Rotate sleeve such that flat face will sit flush with reinstalled cover plate and protruding 
end of sleeve is closest to corner of casting.

c. Reinstall OE gasket, cover plate and bolts.

3. Final Testing
Vacuum testing at the port(s) 
indicated holds the recommended 
minimum 18 in-Hg.

Lockup Relay 
Control Valve Kit
Part No.
59947-01K
• Valve 
• Sleeve

NOTE: Also fits AF23/33 and  
RE5F22A units.

AW55-50SN Valve Body

18"-Hg
20

25

15

0

10

5

30
VACUUM
TEST

NOTE: Correct 
rotation/clocking  

of sleeve for 
assembly.

AW55-50SN Valve Body

Valve

©2020 Sonnax Transmission Company, Inc. • A Marmon / Berkshire Hathaway Company 59947-01K-IN 08-10-20

800-843-2600 • 802-463-9722 • F: 802-463-4059 • www.sonnax.com 

TRANSMISSION  PARTS
I n s t r u c t i o n s


