
1. Disassembly
a. Remove OE retaining clip and save for reuse.
b. Remove and discard OE end plug and CPC valve.
c. Remove OE spring and save for reuse.

2. Bore Reaming
Ream clutch pressure control bore (for reaming instruc-
tions/reamer care, please visit www.sonnax.com). 
Sonnax reaming tool kit F-98892-TL23 and VB-FIX 
are required for this operation.

3. Installation & Assembly
a.  Ensure all debris has been removed from valve bore 

and valve body.
b.  Install the OE valve spring into the Sonnax CPC  

valve pocket.
c.  Install the Sonnax oversized CPC valve, small spool first,  

making sure the spring remains in the valve spring pocket.
d.  Install the Sonnax end plug, with the notch facing the 

valve and the drilled end facing out.
e. Reinstall the OE retaining clip.

4. Final Testing
Vacuum testing at the port(s) indicated holds the 
recommended minimum 18 in-Hg.

Oversized CPC 
Valve Kit
Part No. 
98892-23K
• Valve
• End Plug

NOTE: Some valve bodies may contain 
multiple CPC valves. Each kit will repair 
one location. Casting appearances and 
locations vary.

Tool Kit
Part No. 
F-98892-TL23
• Reamer
• Reamer Jig
• Guide Pin

NOTE: Sonnax “F-Tool” kits designed to 
service a specific bore require the VB-FIX, 
a self-aligning valve body reaming fixture. 
More information and instructions can be 
found online at www.sonnax.com.
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Honda 4/5 Speed 
98892-23K Application Chart

Make Model
Years Trans.

CodeFrom To

Acura 3.0CL 1996 2000 B7ZA

Acura 3.0CL 1996 2000 M7ZA

Acura 3.2CL 2001 2006 BGFA

Acura 3.2CL 2001 2006 MGFA

Acura 3.2TL 1999 1999 B7VA

Acura 3.2TL 2000 2003 M7WA

Acura 3.2TL 2001 2003 B7WA

Acura MDX 2001 2002 BGHA

Acura MDX 2001 2002 MGHA

Acura MDX 2003 2004 MDKA

Acura MDX 2005 2006 BDKA

Acura MDX 2007 2011 BYFA

Acura RDX 2007 2011 BWEA

Acura RL 2005 2011 MJBA

Acura TL 2004 2008 BDGA

Acura TL Type S 2007 2008 BDHA

Acura TL Type S 2009 2011 BK3A

Acura TL Type S 2009 2011 BK4A

Acura TSX 2010 2011 MM2A

Honda Accord 1998 2002 B7XA

Honda Accord 2003 2007 BAYA

Honda Accord 2003 2007 MAYA

Honda Accord 2008 2011 B97A

Honda Accord 2010 2010 P79A

Honda Accord Hybrid 2005 2007 MURA

Honda Crosstour 2010 2011 BBSA

Honda Crosstour 2010 2011 BBTA

Honda Odyssey 1999 2001 B7TA

Honda Odyssey 1999 2001 B7YA

Honda Odyssey 2002 2004 BYBA

Honda Odyssey 2005 2007 BGRA

Honda Odyssey 2005 2007 PGRA

Honda Odyssey 2007 2011 B36A

Honda Odyssey 2007 2011 P36A

Honda Pilot 2003 2007 BVGA

Honda Pilot 2003 2007 BVLA

Honda Pilot 2003 2007 PVGA

Honda Pilot 2003 2007 PVLA

Honda Pilot 2008 2008 P34A

Honda Pilot 2008 2008 P35A

Honda Pilot 2009 2011 PN3A

Honda Pilot 2009 2011 PN4A

Honda Ridgeline 2006 2008 BJFA

Honda Ridgeline 2006 2008 MJFA

Honda Ridgeline 2009 2011 PSFA

Saturn Vue 2004 2007 MDPA

Saturn Vue 2004 2007 MDRA
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