
Chrysler 845RE;  
ZF8HP45, ZF8HP50, ZF8HP55, ZF8HP70, ZF8HP75

Installation
For ease of installation, install Sonnax 
P1 planet bushing (35030-03 or 
35030-03A) from wider side of  
planetary (Figure 1).

Bushing Kit
Part No.
35030-01K
• "A" Hub Front Bushing
• "A" Hub Rear Bushing

• P1 Planet Bushing Fits housing 
 bore dia. 1.812" 

• P1 Planet Bushing Fits housing 
 bore dia. 1.811"

• P4 Front Sun Gear Bushing

• P4 Rear Sun Gear &  
Planet Carrier Bushings (2)

• Front Stator Support Bushing

 CAUTION: Use of an arbor press 
   is required for correct installation.  
     Do not use a hydraulic press or a 
       bushing driver/hammer combi-
nation to install, as doing so may distort the 
bushing and cause fitment issues.

ID Part No. Bushing Fitment

 35030-01 "A" Hub Front Bushing

 35030-02 "A" Hub Rear Bushing

 35030-03 P1 Planet Bushing Fits 1.812" housing bore dia.  
Except ZF8HP70/75 two-wheel drive units.

 35030-03A P1 Planet Bushing Fits 1.811" housing bore dia. 
Including ZF8HP70/75 two-wheel drive units.

 35030-04 P4 Front Sun Gear Bushing Fits front of P4 location

 35030-05
P4 Rear Sun Gear &  
Planet Carrier Bushing

Fits rear of P4 sun gear & P4 planet carrier locations

 35036 Front Stator Support Bushing
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