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TRANSMISSION PARTS

Instructions

Ford 10R60, 10R80, 10R140;
GM 10L60/80/90 (Gen. 1 & 2), 10L1000
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Patent No. 12,188,525

GM 10L80 (Gen. 1)
Lower Valve Bod
(Back Side)

1. Disassembly é NOTE: If the OE spring retainer has
a. Remove the OE spring retainer and save collapsed, use proper tools to
for reuse. Be sure to hold the shift expand the clip out. Ensure not to bend

Figure 1 . . . the part too far as to damage it further. It
' solenoid to prevent it from fallmg. should be open to about the width of the
ﬂ ﬁ _ K b. Remove the solenoid from the bore and solenoid shaft that it fits on (Figure 3).
+ - { save for reuse.
OE Spring Retainers Figure 3

Solenoid OE Spring Sonnax 2. Installation & Assembly

Stabilization Retainer Complete a. Install Sonnax stabilization clip insert @ c)
Clip Insert Fix

into the OE spring retainer. The long flat

surface of the insert should be contacting New Used/Collapsed

the longest flat surface of the retainer, so

Solenoid Stabilization both parts are facing in the same direction

Clip Inserts (Figures 1 and 4). Stabilization
= Clip

Insert
b. Install the solenoid into the bore and \/
hold it in place. T
c. Install the clip insert/retainer assembly
into the gap around the solenoid shaft in
the direction shown (Figure 4). The long

flat surface should be contacting the valve
body wall inside the gap.

Figure 4

OE Retainer
Clip

Solenoid | =

Loose & Crooked

Secure & Straight

©2025 Sonnax Transmission Company, Inc. ® A Marmon/Berkshire Hathaway Company 105740-01K-IN  10-28-25
800-843-2600 * 802-463-9722 * F: 802-463-4059 * www.sonnax.com




