
Ford 4R44E, 4R55E, 5R44E, 5R55E
EPC Limit Plug Kit
Part No.
37947-55K
•	EPC Limit Plug Assembly
•	Filter Screen
•	Plug

NOTE: Plug is used in early separator 
plates only, see figures and instructions 
below for when to use.

	

	� WARNING: Review the difference between the late design and the early design  
   separator plates before beginning (Figures 1 & 2).

Late Plate does NOT have  
EPC Valve Feed Orifice

Figure 2

Early Plate has EPC Valve Feed Orifice
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For Early OE Valve Body Designs with EPC Limit Valve in Worm Tracks

1. Disassembly
a. Remove separator plate and keep for reuse (Figure 1).

b. �Remove EPC limit valve and spring from worm tracks and discard (Figure 3).

c. �Remove OE clip from forward modulator valve end plug and keep for reuse (main photo).

d. �Remove and discard OE forward modulator valve end plug.

2. Installation & Assembly
a. ��Be certain all debris has been removed from the valve bore and valve body.

b. �Install Sonnax EPC limit plug assembly into forward modulator bore (main photo).  
The retaining ring end should face outboard.

c. �Reinstall OE clip into bore to retain Sonnax EPC limit plug.

d. �Install Sonnax filter screen into worm track location indicated (Figure 4).

3. Early Separator Plate Fix (Figure 3)
a. Clean separator plate and remove old gasket.

b. Drill early EPC limit hole to 13/64".

c. Use proper tools to remove burrs and ruff edges from enlarging the hole.

d. �Insert Sonnax plug into plate from the side shown (Figure 5) with the large side 
against the valve body.

e. �Use proper press to peen the plug in separator plate hole. The small side of plug 
should now be almost flat with separator plate.

f. Use hammer to tap on plate to check if plug is secure. 

g. Reinstall the separator plate.

For Late OE Valve Body Designs with EPC Limit Valve 
in Forward Modulator Valve End Plug

1. Disassembly
a. �Remove separator plate and keep for reuse.

b. �Remove OE clip from forward modulator valve end plug  
and keep for reuse.

c. Remove and discard OE forward modulator valve end plug.

2. Installation & Assembly
a. ��Be certain all debris has been removed from the valve bore  

and valve body.

b. �Install Sonnax EPC limit plug assembly into forward  
modulator bore. The retaining ring end should face outboard.

c. Reinstall OE clip into bore to retain Sonnax EPC limit plug.

d. �Install Sonnax filter into worm track location indicated 
(Figure 4).

e. �Install late design OE separator plate that does NOT have 
orifice at the noted location (Figure 2, page 1).

Figure 3

Early Design EPC Limit Valve

Figure 4

Install Filter Screen in Worm Track

Figure 5Early Design OE 
Separator Plate  

Shown

Plug this Orifice in 
Early Separator Plate 

Fix Operations.
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